
CUSTOMER:

CITY, STATE:

STREET ADDRESS:

LONGITUDE: -122.487283

CROWN CASTLE

RICHMOND

LATITUDE:

NODE:

PROJECT:

POLE# / TYPE: 110020528 / WOOD STREET LIGHT

RAD CENTER 38'-10" TO RAD CENTER

SAN FRANCISCO
NODE SF SS01
2530 30TH AVE

SAN FRANCISCO, 94121

37.740097

NODE SF SS01

/ ANTENNA HEIGHT:

ALL WORK AND MATERIALS SHALL BE PERFORMED AND INSTALLED

IN ACCORDANCE WITH THE CURRENT EDITIONS OF THE FOLLOWING

CODES AS ADOPTED BY THE LOCAL GOVERNING AUTHORITIES.

NOTHING IN THESE PLANS IS TO BE CONSTRUED TO PERMIT WORK

NOT CONFORMING TO THE AREAS GOVERNING CODES.

CONDITIONS ON THE JOB SITE AND SHALL IMMEDIATELY NOTIFY THE ARCHITECT

CONTRACTOR SHALL VERIFY ALL PLANS AND EXISTING DIMENSIONS AND

IN WRITING OF ANY DISCREPANCIES BEFORE PROCEEDING WITH THE WORK OR

BE RESPONSIBLE FOR SAME.




POLE ACCESS:

POWER TO POLE:

STREET SIDE

EXISTING SECONDARY

POLE LOCATION &

DESCRIPTION:

AMPHENOL ANTENNA
ANTENNA TYPE:

N/A

AZIMUTH FOR ANTENNA:

SAN FRANCISCO
NODE SF SS01
2530 30TH AVE

SAN FRANCISCO, 94121

THIS IS AN UNMANNED WIRELESS TELECOMMUNICATION FACILITY 
FOR CROWN CASTLE CONSISTING OF THE INSTALLATION AND 
OPERATION OF AN ANTENNA AND ASSOCIATED EQUIPMENT ON 
REPLACEMENT AND EXISTING WOODEN POLES IN THE PUBLIC 
RIGHT OF WAY.

2530 30TH AVE

APPROX. 181' FROM S/E C/O

ULLOA ST & 30TH AVE.

SAN FRANCISCO, 94121
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CROWN

CASTLE

CROWN

CASTLE

CROWN

CASTLE

40'-10" TO TOP OF ANTENNA

6 6TYPICALS III

BBU POLE
2519 30TH AVE 

SAN FRANCISCO, 94121

 INSTALL A NEW TELECOMMUNICATION ANTENNA AND EQUIPMENT BOXES ON
 REPLACEMENT AND EXISTING WOODEN POLES ON GO95 COMPLIANT STANDOFF 
BRACKET.
 INSTALLATION CONSISTS OF (1) AMPHENOL ANTENNA, 
(1) ELECTRICAL METER, (1) RF RADIO ENCLOSURE WITH 2 IONS, 
(1) LOW VOLTAGE CONVERSION BOX, (1) BBU, (1) BUS BAR AND (1) DISCONNECT 
SWITCH.
 ANTENNAS, MOUNTING BRACKETS, POLE EXTENSIONS, PVC, CONDUIT, CABLING
 AND METER TO BE PAINTED BROWN USING ADURABLE PAINT.
 CABLING TO BE INSTALLED WITHOUT EXCESS CABLE LOOPS.
 SUPPORT EQUIPMENT TO BE CLUSTERED VERTICALLY
 FCC MANDATED RF WARNING SIGNAGE ON POLE SHALL FACE
OUT TO STREET AND SHUTDOWN PROCEDURE SIGNAGE SHALL
BE PLACE INSIDE DISCONNECT SWITCH BOX.
 PROPOSED UTILITY LINES BETWEEN EXISTING POINT OF
CONNECTION TO BE OVERHEAD.

EXHIBIT  B



CROWN

CASTLE

WWW.CROWNCASTLE.COM

FOR LEASE

INFORMATION:

877-486-9377

FOR EMERGENCY

24 HOUR SERVICE:

888-632-0931

SYSTEM NAME:

HUB BUSINESS

UNIT NUMBER:

901157 VERIZON

NODE BUSINESS

UNIT NUMBER:

901158 GM 02

SITE ADDRESS:

SUNSET

2530 30TH AVE
SAN FRANCISCO, 94121

THE RADIO FREQUENCY (RF) EMISSIONS AT THIS SITE HAVE BEEN EVALUATED FOR POTENTIAL

RF EXPOSURE TO PERSONNEL WHO MAY NEED TO WORK NEAR THESE ANTENNAS.

RF EXPOSURE AT 5 AND 3 FEET OR CLOSER TO THE FACE OF THE

ANTENNA MAY EXCEED THE FCC PUBLIC AND OCCUPATIONAL

EXPOSURE LIMITS RESPECTIVELY. OBEY ALL SITE RF SAFETY

GUIDELINES. ONLY QUALIFIED WORKERS THAT HAVE RF SAFETY

TRAINING MAY WORK NEAR THIS 5 FOOT EXCLUSION ZONE. ANYONE

NEEDING TO WORK INSIDE THE EXCLUSION ZONE SHOULD CALL

CROWN CASTLE TO 1888-632-0931 FOR INSTRUCTIONS PRIOR TO

COMMENCING WORK. REFER TO SITE LOCATION AS SS01

CAUTION

REFERENCE: FEDERAL COMMUNICATIONS COMMISSION (FCC) PUBLIC EXPOSURE STANDARD. OET BULLETIN-65, EDITION 97-01, AUGUST 1997.

EXPOSURE PLACARD

FACE OF CURB

(E) STREET

 LIGHT

#1) PVC CONDUIT

#2) GALVANIZED PIPE STRAP

#3) N/A

#4) COVERED CABLE

#5) WEATHER HEAD

#6) N/A

#7) N/A

#8) INSULATORS

#9) PVC CONDUIT

      W / DUXSEAL

Seal Connection

on Covered Cable

With Aquaseal and

Plastic cover.

Secondary Aerial cable

Installation With Aerial Cable

Secondary

* All Electrical

Equipment /

configuration shall

comply to PG&E

practices and

standards.

#1) PVC CONDUIT

#2) GALVANIZED PIPE STRAP

#3) N/A

#4) COVERED CABLE

#5) WEATHER HEAD

#6) N/A

#7) N/A

#8) INSULATORS

#9) PVC CONDUIT

      W / DUXSEAL

* All Electrical Equipment /

configuration shall comply to

PG&E practices and standards.

H

N

H

To Communication

Equipment

Secondary

Extended Rack

Installation With Extended Rack

Secondary

#1) PVC CONDUIT

#2) GALVANIZED PIPE STRAP

#3) N/A

#4) COVERED CABLE

#5) WEATHER HEAD

#6) N/A

#7) N/A

#8) INSULATORS

#9) PVC CONDUIT

      W / DUXSEAL

Installation With

Crossarm Secondary

H

N

HP

Secondary

Crossarm

Seal End of

PVC Conduit

With Duxseal

(Code 495060)

* All Electrical Equipment /

configuration shall comply to

PG&E practices and standards.




POLE PROFILES I

SAN FRANCISCO
NODE SF SS01
2530 30TH AVE

SAN FRANCISCO, 94121

















CROWN

CASTLE

CROWN

CASTLE



FACE OF CURB

#1) PVC CONDUIT

#2) GALVANIZED PIPE STRAP

#3) N/A

#4) COVERED CABLE

#5) WEATHER HEAD

#6) N/A

#7) N/A

#8) INSULATORS

#9) PVC CONDUIT

      W / DUXSEAL

Seal Connection

on Covered Cable

With Aquaseal and

Plastic cover.

Secondary Aerial cable

Installation With Aerial Cable

Secondary

* All Electrical

Equipment /

configuration shall

comply to PG&E

practices and

standards.

#1) PVC CONDUIT

#2) GALVANIZED PIPE STRAP

#3) N/A

#4) COVERED CABLE

#5) WEATHER HEAD

#6) N/A

#7) N/A

#8) INSULATORS

#9) PVC CONDUIT

      W / DUXSEAL

* All Electrical Equipment /

configuration shall comply to

PG&E practices and standards.

H

N

H

To Communication

Equipment

Secondary

Extended Rack

Installation With Extended Rack

Secondary

#1) PVC CONDUIT

#2) GALVANIZED PIPE STRAP

#3) N/A

#4) COVERED CABLE

#5) WEATHER HEAD

#6) N/A

#7) N/A

#8) INSULATORS

#9) PVC CONDUIT

      W / DUXSEAL

Installation With

Crossarm Secondary

H

N

HP

Secondary

Crossarm

Seal End of

PVC Conduit

With Duxseal

(Code 495060)

* All Electrical Equipment /

configuration shall comply to

PG&E practices and standards.




POLE PROFILES II

SAN FRANCISCO
NODE SF SS01
2519 30TH AVE

SAN FRANCISCO, 94121
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                                TYPICALS I

SAN FRANCISCO
NODE SF SS01
2530 30TH AVE

SAN FRANCISCO, 94121
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                         TYPICALS II 

SAN FRANCISCO
NODE SF SS01
2530 30TH AVE

SAN FRANCISCO, 94121
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CROWN

CASTLE










                         TYPICALS III 

SAN FRANCISCO
NODE SF SS01
2530 30TH AVE

SAN FRANCISCO, 94121
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CASTLE




